Build 938 (Texas Instruments, France)

L1: L1_1439_0 + Patch for issues CQ 19805/21239 (Improving Stability of GPRS Data Transfer)

This build also solves the power management crash (OMAPS00009991/CQ21693) on P2-Sample.

L23: Based on dedicated branch started on s419 (s419.txt) : tcs_2.1.1.5 branchs6 (tcs_2.1.1.5-branch_s6.txt).

The main feature is that the fax functionality was removed, and EM was added.

This L23 snapshot requires to remove the +FCLASS=0 command in the WinCE boot sequence.

Build 938.1 (Texas Instruments, Taipei)

- Integrated customer patches from Build 928, including


. New AEC setting -> affected files, csmi_gsmctrl.c 


. Audio side tone fix,
-> affected files, cci_abb.c



. Hard code FIR parameter into GSM image, updated in l1audio_init.c 


. Disable ADC conversion, updated in cst_pei.c 

- Hard code audio setting for P7T


. Affected files,



l1audio_init.c for UL/DL FIR parameters

l1_rf_12.h, VBUCTRL: 0x009 => for MIC GAIN set to 3dB and sidetone to -5dB, 

- Change DL PGA from 0 db to -3dB


. Affected files: l1_rf12.h

- Add the new IO_CTRL for UL/DL PGA (GC_AUDIO_PGA_REQ) setting for P7T


. Affected files: csmi_gsmctrl.c

Build 938c1 (Texas Instruments, Taipei)

- Add the fix for CQ21693 that was lost in WCP 938.1, 

- Partial fix for MPx_Charger_Issue_TRIAGE-HPR-21735, and CQ22354


. Affected files: init.c, power.c and abb.c, and rr_attp.c
Build 938c2 (Texas Instruments, Taipei)
- Complete fix for MPx Charger Issue (TRIAGE-HPR-21735 )


. Updated files: abb.c, abb_inth.c, armio.c, power.c, sim.h, and sim.c
Build 938c3 (Texas Instruments, Taipei)
- Two fixes were included



1. Power off issue while un-plug charger



2. High background noise in Car kit mode


. Affected files: abb_inth.c, cci_abb.c and pcmdata.c

Build 938c4 (Texas Instruments, Taipei)
- Fix of ETM issue while activated EM mode in 938


. Affected files: etm_task.c, pcmdata.c

Build 943 (Texas Instruments, France)

L1: L1_1441_0 + Fixed CQ 23244 : ETM/PCTM not working correctly when EM is enabled

CAUTION : 

· Integration of CQ 21849 induced a compatibility problem between GSM and OS versions. This implies that this GSM binary must be used with an appropriate OS image (GTI Driver Modification)
L23: Based on dedicated branch started on L23s445: : tcs_2.1.1.5 branch
Build 943c1 (Texas Instruments, Taipei)

- Integrate customer patch from 938c4 -> 943, including


. New AEC setting (csmi_gsmctrl.c, 20040618)


. Audio side tone fix (cci_abb.c, 20040611)


. High background noise in car kit mode (cci_abb.c, 20040716)


. Hard code FIR parameter in GSM image (l1audio_init.c, 20040623, 20040628)


. Disable ADC conversion (cst_pei.c, 20040624)


. MIC uplink PGA and sidetone gain setting, MIC GAIN set to 3dB and sidetone to -5dB (l1_rf12.h, 20040628)


. Change DL PGA from 0dB to -3dB (l1_rf12.h, 20040630)


. Power off issue caused by un-plug charger while power-on by charger (abb_inth.c, 20040716)
Build 943c1.1 (Texas Instruments, Taipei)
- Include CQ22754 + CQ23546 for the fix of 14.1.5 and 14.2.10 and 14.5.1.2


. Affected filesl1_defty.h, l1_const.h, l1_sync.h

Build 943.4 (Texas Instruments, France)

L1: L1_1441_0 + Fixed CQ 23244 : ETM/PCTM not working correctly when EM is enabled + Fixed: High Current consumption during Flight Mode
CAUTION : 

· Integration of CQ 21849 induced a compatibility problem between GSM and OS versions. This implies that this GSM binary must be used with an appropriate OS image (GTI Driver Modification)
L23: Based on dedicated branch started on L23s446: TCS 2.1.1.6s1
The main feature is that EM Enhancement was added.

Build 943c3(Texas Instruments, France)
- Integrate customer patch from 938c4 -> 943, including


. New AEC setting (csmi_gsmctrl.c, 20040618)


. Audio side tone fix (cci_abb.c, 20040611)


. High background noise in car kit mode (cci_abb.c, 20040716)


. Hard code FIR parameter in GSM image (l1audio_init.c, 20040623, 20040628)


. Disable ADC conversion (cst_pei.c, 20040624)


. MIC uplink PGA and sidetone gain setting, MIC GAIN set to 3dB and sidetone to -5dB (l1_rf12.h, 20040628)


. Change DL PGA from 0dB to -3dB (l1_rf12.h, 20040630)


. Power off issue caused by un-plug charger while power-on by charger (abb_inth.c, 20040716)

Build 943.6 (Texas Instruments, France)

L1: L1_1441_0 + Fixed CQ 23244 : ETM/PCTM not working correctly when EM is enabled+ Fixed: High Current consumption during Flight Mode
L23: Based on L23s446: TCS 2.1.1.6s3
The main feature are : 
- fixed CQ 23598/24098 for power management in flight mode.
- TCS 2.1.1.6s3 : includes CQ 24075: Fast Cell Selection
Build 943c4(Texas Instruments, Taipei)
- Integrate customer patch from 943c2 -> 943.6 (943c4), including


. New AEC setting (csmi_gsmctrl.c, 20040618)


. Power off issue caused by un-plug charger while power-on by charger (abb_inth.c, 20040716)


. Audio side tone fix (cci_abb.c, 20040611)


. High background noise in car kit mode (cci_abb.c, 20040716)


. Disable ADC conversion (cst_pei.c, 20040624)



. Hard code FIR parameter in GSM image (l1audio_init.c, 20040623, 20040628)


. MIC uplink PGA and sidetone gain setting, MIC GAIN set to 3dB and sidetone to -5dB (l1_rf12.h, 20040628)


. Change DL PGA from 0dB to -3dB (l1_rf12.h, 20040630)
- Add a fix from TI-Berlin to solve the problem of fast cell selection algorithm(TL16, TL20, TL31, TL33)


. Affected file, alr_cs.c

Build 943c5(Texas Instruments, Taipei)
- Add a fix from TI-Berlin to fix the drive test in Chicago (TL16, TL20, TL31, TL33)

. Affected file, rr_attf.c

Build 943.10 (Texas Instruments, France)

L1: L1_1441_0 + Fixed CQ 23244 : ETM/PCTM not working correctly when EM is enabled+ Fixed: High Current consumption during Flight Mode CQ 24098
L23: Based on L23s446: TCS 21.1.6s4

· The main feature are : Enhanced Network Selection (CQ 24710 24753 24740 24750 24751) TL 60
Build 943.11 (Texas Instruments, France)

L1: L1_1442_0

L23: Based on L23s446: TCS 21.1.6s5
The Main Bug fixes included

· STK ( TL 64, TL249. TL250)

· SIM remove (TL40, TL41)

· includes ENS ( not fully validated), TL 60

Build 943c6(Texas Instruments, Taipei)
Integrate customer patch from 943c5 -> 943.11, including 


. Power off issue caused by un-plug charger while power-on by charger (abb_inth.c, 20040716)


. New AEC setting (csmi_gsmctrl.c, 20040618)


. Hard code FIR parameter in GSM image (l1audio_init.c, 20040623, 20040628)


. MIC uplink PGA and sidetone gain setting, MIC GAIN set to 3dB and sidetone to -5dB (l1_rf12.h, 20040628)


. Change DL PGA from 0dB to -3dB (l1_rf12.h, 20040630)


. Audio side tone fix (cci_abb.c, 20040611)


. High background noise in car kit mode (cci_abb.c, 20040716)


. Disable ADC conversion (cst_pei.c, 20040624)


. Fix from TI-Berlin to solve the problem of fast cell selection algorithm (alr_cs.c, 20040827)


. Fix from TI-Berlin to fix the drive test in Chicago (rr_attf.c, 200409

· CQ22754 + CQ23546 for the fix of 14.1.5 and 14.2.10 and 14.5.1.2 already included

Build 943c7(Texas Instruments, Taipei)
Change the. The MS shall never need more than 3 minutes to start searching for the network from No Coverage. (TL16, TL20, TL31, TL33)

. Affect files, rr_attf.c
Build 943c8(Texas Instruments, Taipei)
Activating the IMEI protection feature (PROT_IMEI=1)

Build 943.13 (Texas Instruments, France)

L1: L1_1442_0

L23: Based on L23s446: TCS 21.1.6s6
This build is identical to 943.11 excpet that it includes TCS2.1.1.6_S6 instead of S5. S6 includes fixes for :
· ACI-SPR-25029 [P7T] [TL62] Unable to send SMS during a alerted MT call

· MM-SPR-24816: CLONE (20792): AT+COPS=? command fails on P2

· ACI-SPR-24881: [TL21] %EM: format error

· ACI-SPR-24884: CLONE (24462): [CV1056] +CRING VOICE indication but +CLCC:0 and +CPAS: 0

· RR-SPR-25087: FAST CS should be started only in Full Service

· RR-SPR-24883: CLONE (24765): [TL232] MS roam to another operator when camp on a 1800 cell

· SIM-SPR-24666: CLONE (22932): Incorrect handling of ETSI 11.11 (11.3.1.1 CHV verification) under special conditions.

· ACI-SPR-24665: CLONE (24607): %CGPPP set cmd requires two "=" signs in the current implementation
Warning : this build has the memory leak issue : CQ 25228
Build 943c9(Texas Instruments, Taipei)
- Integrate customer patch from 943c7 -> 943.13, including

. Power off issue caused by un-plug charger while power-on by charger (abb_inth.c, 20040716)


. New AEC setting (csmi_gsmctrl.c, 20040618)


. Hard code FIR parameter in GSM image (l1audio_init.c, 20040623, 20040628)


. MIC uplink PGA and sidetone gain setting, MIC GAIN set to 3dB and sidetone to -5dB (l1_rf12.h, 20040628)


. Change DL PGA from 0dB to -3dB (l1_rf12.h, 20040630)


. Audio side tone fix (cci_abb.c, 20040611)


. High background noise in car kit mode (cci_abb.c, 20040716)


. Disable ADC conversion (cst_pei.c, 20040624)


. Change the TREG timer table. The MS shall never need more than 3 minutes to start searching for the network from No Coverage. (rr_attf.c, 20040924)

· No IMEI protection feature in this GSM image.
Build 943c10(Texas Instruments, Taipei)
· Integrate CQ25404 to fix the memory leak problem, known as GPRS FTP transfer crash the target after 2 minutes


. Affected files, gmm_rdyp.c
Build 943.15 (Texas Instruments, France)

Based on 943.13 but includes TCS2.1.1.6_S8 instead of TCS2.1.1.6_S6. 
L1: 

- TCS_3.1_L1_1442_0


- no additional fixes
L23ACI: 
- TCS_2.1.1.6_S8 



- no additional fixes

TCS2.1.1.6_S8 includes fixes for:

# Baseline: TCS_2.1.1.6_S8 time 5-Oct-04.10:12

- GMM-SPR-25404  CLONE (25228): GPRS FTP transfer crash the target after 2 minutes: fix for memory leak issue
# Baseline: TCS_2.1.1.6_S7 time 4-Oct-04.16:28

- RR-FIX-25182  CLONE (25098): BCCHINFO could be overwritten with an improper BA list

- RR-SPR-25473 ALR sends wrong BSIC in CEL_R (MPHC_NEW_SCELL_REQ) req

- RR-SPR-25393 requested PLMN gets reset in RR and MS gets stuck in Limited Service

Build 943c11 (Texas Instruments, Berlin) IMEI protection OFF, Based on Build 943.15
Based on build 943.15:

L1: 

- TCS_3.1_L1_1442_0 

- Plus additional fixes in L1 (Texas Instruments, Nice) , see below

- Plus P7T customization in L1 (Texas Instruments, Taipei) , see below
L23ACI: 
- TCS_2.1.1.6_S8 
- Plus additional fixes in L23ACI (Texas Instruments, Berlin), see below
L23ACI: Additional fixes in L23ACI (Texas Instruments, Berlin) 

- GPRS-SPR-25255  CLONE (24803): [TL100] feature "non protected IMEI storage"  lost , need to reimplement again

- DL-FIX-25485 CLONE (25464): Observance of the SAPI value during decreasing of timer T200 (Concatenated SMS during Call) TL 57, TL62. TL288 (SMS)

L1: P7T Customisations (Texas Instruments, Taipei)
New AEC setting 


(csmi_gsmctrl.c, 
20040618)
    

Audio side tone fix 


(cci_abb.c, 

20040611)
    

High background noise in car kit mode 
(cci_abb.c, 

20040716)
    

Hard code FIR parameter in GSM image 
(l1audio_init.c, 
20040623, 20040628) 

Disable ADC conversion 


(cst_pei.c, 

20040624)
    

MIC uplink PGA and sidetone gain setting, MIC GAIN set to 3dB and sidetone to -5dB 

(l1_rf12.h, 

20040628)
    

Change DL PGA from 0dB to -3dB 
(l1_rf12.h, 

20040630)
    

Power off issue caused by un-plug charger while power-on by charger 



(abb_inth.c, 

20040716)
    

L1 / L23ACI: fixes for FTA tests (Texas Instruments, Berlin)
- CQ25548 GCF 20.7 (Priority of cells) fails on Beta 943 (s445) on  900/1800 MHz

(rr_attg.c)
- CQ25371 TC 26.6.3.4 (Test of measurement report, Measurement / DTX) fails on Beta 943
(alr_nc.c)
- CQ24659 L1M GPRS > Fix of issue 16169 has been wrongly erased
(TC42.1.2.1.9.2.[1|2|3])
(l1p_sync.c)
L23ACI: fix for FIELD tests (Texas Instruments, Berlin)
- CQQ25717          cell reselection started incorrectly  rohid bandari


rr_atts.c  

Build 944c1 (Texas Instruments, Berlin) IMEI protection OFF, Based on Build 943c11
Same as build 943c11, except  different build number for “OLD-IMEI”
Build 944c2(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c1
Based on build 944c1 plus fix for CQ25726 and CQ25843
L23ACI: Additional fixes in L23ACI (Texas Instruments, Berlin) 

- CQ25726: Additional RING outputs after the release of Mobile Terminated Call


- CQ25843: [TL62] lost of indications during buffering while send SMS


Build 944c3(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c2
Based on build 944c2 plus fix for CQ25955
L23ACI: Additional fixes in L23ACI (Texas Instruments, Berlin) 

- CQ25955: CLONE (25666): PTCRB 25.2.3 (Normal layer 2 disconnection) fails on Beta 943 (s445) 1900 MHz
Build 944c4(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c3
Based on build 944c3 plus fix for CQ25962
L23ACI: Additional fixes in L23ACI (Texas Instruments, Berlin) 

- CQ25962: TC 42.4.2.2.2 fails
Build 944t4(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c4
Based on build 944c4 plus fix for CQ25145
L23ACI: Additional fixes in L23ACI (Texas Instruments, Berlin) 

- CQ25145: PTCRB 45.2.4.2 (Collision of MS initiated and network requested PDP context activation) fails on Beta 943 (s445) 1900 MHz
Build 944t4.1(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944t4
Based on build 944t4 plus fix for CQ25722 and “dl.h”
L23ACI: Additional fixes in L23ACI (Texas Instruments, Berlin) 

· CQ25722: L1D AMRED> RE: PTCRB 26.16.2 (AMR Inband Signalling, Uplink Codec Adaptation) fails on Beta 943 (s445) 850 MHz 

· CQxxxxx: change in dl.h (1 -> 4)
Build 944t5(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944t4.1
Based on build 944t4.1 plus fix for TL288
L23ACI: Additional fixes in L23ACI (Texas Instruments, Berlin) 

· TL288 / CQxxxxx: CRING missing during buffering AT cmd’s

Build 944c5(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944t5
Based on build 944t5 plus final fix for CQ25722 and MPx customizations for the default RF calibration settings
L1: Customization in L1 (Texas Instruments, Taipei) 

· Kevin Wang: changes MPx capRF default in 
# tma: Kevin W: MPx capRF default (Texas Instruments, Taipei)

#------------------------------------------------

element .../layer1\cust0\l1_rf12.c ...\main\tcs_3.1\tma_943_15_x_fta_testing_devbr\1

element .../layer1\cust0\l1_rf12.h ...\main\tcs_3.1\tma_943c1_x_fta_testing_devbr\3

L23ACI: Additional fix in L23ACI (Texas Instruments, Berlin) 

·  CQ25722: "L1D AMRED> RE: PTCRB 26.16.2 (AMR Inband Signalling, Uplink Codec Adaptation) fails on Beta 943 (s445) 850 MHz Cat. A

Build 944t6(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c5
Based on build 944c5 plus test patch for TL40 DUAL SIM
L23ACI: Additional fix in L23ACI (Texas Instruments, Berlin) 

· TL40 SUAL SIM: %SIMIND: -1 send to early
Build 944c6(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944t6
Identical to build 944t6 except the build number is set to  944c6
Build 944c7(Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c6
Based on build 944c6 plus update for default RF calibration data
L1: plus update for default RF calibration data (Texas Instruments, Taipei) 

· Udate in “l1_rf12.c”
Build 944d7(Texas Instruments, Berlin) IMEI protection ON, Based on Build 944c7
Based on build 944c7 but IMEI Protection ON 
Build 944c8 (Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c7
Based on build 944c7 plus changes in L23ACI:

L23ACI: Additional fix in L23ACI (Texas Instruments, Berlin) 

· CQ26302
[TL289] Device will show its own number when receive a unknown number

· CQ26316
TC 26.8.1.4.3.1 fails on GSM 850 Band
change in rr.h, rr_attf.c, rr_tim.c

· CQ24900
CLONE (24416): Device Stuck in Limited Service
fix Chicago drive test
· CQ22039
[TL315] ATD**052*puk*pin* strings are stored in the LDN phonebook
 TL329, TL317
· CQ25941
CLONE (16991): +CPIN does not return complete SIM lock status
TL315
Build 944d8(Texas Instruments, Berlin) IMEI protection ON, Based on Build 944c8
Based on build 944c8 but IMEI Protection ON 
Build 944c9 (Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c8
Based on build 944c8 plus changes in L23ACI and L1:

L23ACI: Additional fix in L23ACI (Texas Instruments, Berlin) 

· CQ26382  Add GIDs to ACI for SIM LOCK features

· Compal SIM LOOK Implementation in ATI EXTENSION MECHANISM

L1: Additional fix in L1 (Texas Instruments, Taipei) 
· AFC_BYPASS: The purpose of AFC_BYPASS setup is to have more accurate VCXO clock for Bluetooth when GSM is IDLE or OFF. In master.cfg, L1SW_AFC_BYPASS_MODE    = 1 (was L1SW_AFC_BYPASS_MODE    = 0).

Build 944d9(Texas Instruments, Berlin) IMEI protection ON, Based on Build 944c9
Based on build 944c9 but IMEI Protection ON 
Build 944c10 (Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c9
Based on build 944c8 plus changes in L23ACI:

L23ACI: Additional fix in L23ACI (PMCC, Taipei) 

· Additional changes in the PMCC SIM LOCK implementation by William Wang

Build 944d10(Texas Instruments, Berlin) IMEI protection ON, Based on Build 944c10
Based on build 944c10 but IMEI Protection ON 
Build 944c11 (Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c10
Based on build 944c10 plus changes in L23ACI and L1:

Additional fix in L23ACI (Texas Instruments, Berlin) 

· TL15 CV538 It will take roughly 50 seconds to disconnect CSD connection (Chunghwa network), no sat_abort for ATH (\aci\cmh_f.c )

· TL344 CING: Need to add the following MNC pairs to the Cingular Build (\aci\cus_aci.h )

· TL284 CQ26787 EONS (\aci\cmh_mmf.c )

Additional fix in L1 (Texas Instruments, Taipei) 

· TL63 MPU reset issue (\drv_core\abb\abb.c )

· TL341 and TL335 Audio issue on answer/holding a call  (\layer1\include\l1_confg.h; \layer1\cfile\l1_cmplx.c; \layer1\cfile\l1_init.c)

Build 944c12 (Texas Instruments, Berlin) IMEI protection OFF, Based on Build 944c11
Based on build 944c11 plus changes in L23ACI:

Additional fix in L23ACI (PMCC, Taipei) 

· SIM LOOK Version3 
Build 944d12(Texas Instruments, Berlin) IMEI protection ON, Based on Build 944c12
Based on build 944c12 but IMEI Protection ON 
